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Clutch 3 pce Kit.  Cover, friction disc and release bearing.   
MH4010 Clutch 3 pce Kit

Clutch Release Bearing only.  Sold
separately as this part sometimes fails a 
bit earlier than the rest and it is useful to be
able change it 

MH4011 Clutch Release Bearing

Clutch Release Arm Bush. New part for us this one and works a treat!
If the clutch release arm moves from side to side in its bearing then the
wear is excessive. You need to allow a maximum of .5mm and if
greater than that the bush should be replaced (Original is in white
nylon) as excessive movement here affects the ease of selecting gears
and considerable movement effects it very considerably!!!!

MH4015  Clutch Release Arm Bush

Clutch Master Cylinder. S1/Scorpion and S2  As OE Equipment.  When replacing 
this item consider replacing the Brake Master Cylinder at the same time as it is one
heck of a job and involves bleeding ALL the brakes as well as the clutch so take 
some advice and do BOTH cylinders together! Comes complete with boot.
MH4020  Clutch Master Cylinder     

Clutch Pedal Return Spring
Exclusive to the Monte Hospital as we have had

these remade to the OE spec!   This spring is vital in the
clutch pedal assembly as it has two modes of

operation.  It returns the pedal and Master Cylinder to rest AND  but more importantly
REDUCES the amount of pressure you  need to use to hold the clutch pedal down in traffic.  
MH4021 Clutch Pedal Return Spring

Clutch Pedal Rubber A good copy of the original.. Beware if yours is worn as your foot can slide off the
pedal. It will fail an MOT test if worn!  NB Right Hand Drive cars only (UK, Japan, South Africa)   
MH4022 Clutch Pedal Rubber

Clutch Slave Cylinder    S1/Scorpion and S2.  The original was in
alloy but the replacement is in cast iron. Heavier but ultimately better and longer
lasting! Now Bright Zinc plated 
MH4030 Clutch Slave Cylinder  

Domed Nut for Clutch Slave Cylinder Push Rod.  At last a chance to replace that old
domed nut that looks so tatty when you put it on a new push rod!! Made to the same
spec as the original and finished in yellow zinc plate for long life
MH4035 Dome Nut for Clutch Slave Push Rod

Clutch Slave Cylinder Return Spring. An OE Fiat part When replacing this spring ensure
that the adjustment on the clutch lever arm is correct at between 3÷5mm.   I use 3mm as there is
less movement on the pedal that way!
MH4031 Clutch Slave Cylinder Return Spring 
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