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MH4510  CV Joint Gaiter.  Quality reproduction .
Have you fitted a Heat Shield to protect this in the future?

MH4512  CV Joint Kit. Comprising CV joint with correct
gaiter, gaiter bell, set of bolts and nylock nuts, gaiter straps and a
tube of  special grease. This is the best way to change your CV joints

and make them last.

MH4521 Speedo Cable. Remade to original
specification.
Will fit  S1,  S2 and Scorpion. Must be fitted as a
pair, both inner and outer or the inner will fail!
Inner should be oiled not greased or an erratic
reading will result.

MH4531  Gear Lever.  The most overlooked part of the gear change system!! 
This is a complete new gear lever with a steel base and brass follower rather than the cheap nylon parts of  the original. The
hole in the base of my “stick” had worn so much that the lever moved 30mm from left to right before anything happened at the
gearbox. This much slop is no good for changing gear. With the same linkage bushes and no other adjustments the gear lever
now moves 3mm from side to side and the change is quick and very positive. Lever comes ready assembled, complete with a
new spring as shown and fitting instructions are included. Reuse the ball from your existing lever.
Or better still buy one of our NEW balls as below MH4534!

MH4532 Reverse Lock Out Cup. Hold down “cup” and pressure device for the
gear lever ball. Latest in a long series of NEW REMANUFACTURED parts.
This is made in Nylon and is tough, much stronger than the original as it does not
have the “bridge” for the reverse lock out section. CAD machined and just superb
quality.  Fits the original ball but will give that extra bit of finesse if you change
the ball at the same time!

MH4533 Gear Lever Ball Support .  Supports the gear lever ball and allows
easy movement. Suggest you replace this when you change the Gear link Bushes
or you might find the lever drops through the floor!!!!  Don’t believe me??
Leave it and find out!!   It is very easy to fit especially if fitted with a new gear lever and 

             reverse lock out cup

MH4534 Gear Lever Ball.   Made in Molybdenum filled
nylon for long life and low friction.  Will far outlast your old Lancia
type and give a better change. Ideally replace the Lock Out Cup  
MH4532 at the same time to ensure you get the best advantage.

MH4540 Gear Linkage Vertical Shaft.  The shaft that
converts all the movements from the gear lever to the up and down or
side to side movements that are required by the gearbox to change
gear.  Looks original although a Monte Hospital  repro!

MH4541 Rear section transfer rod from gear lever.  Fits in the “transmission tunnel” and joins to  base of
the vertical shaft in the engine compartment. Now remade by Monte Hospital.
(Tav 24/26. 43196555)  No Photo  

MH4542  Gear Linkage Bushes.  The slop stops here! Well most of it!!
Of all the parts in the gear linkage system these fail first! They take a lot of strain.
First to go is at the end of the transfer rod where all the forces are concentrated.  I
sell more of these in number terms than anything else!! 
To fit them you should remove all the linkage from the car and using a hair drier
(or with extreme care, a hot air paint stripper) to warm the bush before trying to
press it into the ring.  Always grease the inside of the cup before pressing the ball
into place. Use a molybdenum grease for best results.
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